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Product Datasheet

Key Features

Cable 1: ORBCOMM 

J=137-150=jez

Cable 2: GPS/GLONASS/QZSS/Galileo 

J=1561-1606=jHz

Screw=j­³¬²

High Performance

d°­³¬¢=mª~¬£=D£®£¬¢£¬²

`³±²­«§¸£¢=`~ ª£=~¬¢=`­¬¬£¡²­°

a§«£¬±§­¬±=Ø 60 × QNM=««

`£°²§¤§¡~²£±=fmSTI=fmSV
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ORBCOMM and GNSS=Screw j­³¬²
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1. Antenna and electrical specifications   

Parameters

Standards

Band (MHz)

Frequency (MHz)

Return Loss (dB)

VSWR

Impendance (Ohm)

Polarisation

Radiation Pattern

Max. Input Power (W)

Connector Type

Cable Length 

Cable Type

Peak Gain (dBi)

ORBCOMM Antenna

ORBCOMM

1QP.5=je¸

1P7J1R0

¼J8K7

¼OK2WN

50

Linear

Omni-Directional

25

pj^Jj~ª£=p²~¬¢~°¢=El²¦£°=`­¬¬£¡²­°±=̂ ´~§ª~ ª£F

PMM=¡«=p²~¬¢~°¢=E^¬·=`~ ª£=i£¬¥²¦=̂ ´~§ª~ ª£F

LL100=p²~¬¢~°¢=El²¦£°=`~ ª£±=̂ ´~§ª~ ª£F

¼2K4

Antenna Measurement Conditions:

j­³¬²£¢=­¬= M=¶= M=¡«=j£²~ª=mª~²£

OMM=¡«=LL100=`~ ª£

6 6

Parameters

Standard

Band (MHz) 

Frequency(MHz)

Return Loss (dB)

VSWR

Impedance

Radiation Pattern

Polarization 

Saw Filter

Active Gain (dB)

Noise Figure (dB)

Voltage (V)

Current (mA)

Power Consumption (mW)

Connector Type

Cable Length

Cable Type

GPS/GLONASS Antenna

dmp=L=dilk^pp

NRTR                                                                                    NSMO

NRTRKQO                                                                              NRVUJNSNM

YJ15

YNK4WN

RM

e£«§±®¦£°§¡~ª

oe`m

No Filter

OS=]=Ps=L=OT¢_=]=Rs

NK5

OKT=-=RKR

NR=J=OR

QM=J=NPT

pj^Jj~ª£=p²~¬¢~°¢=El²¦£°=`­¬¬£¡²­°±=̂ ´~§ª~ ª£F

PMM=¡«=p²~¬¢~°¢=E^¬·=`~ ª£=i£¬¥²¦=̂ ´~§ª~ ª£F

LL100=p²~¬¢~°¢=El²¦£°=`~ ª£±=̂ ´~§ª~ ª£F

Cable 2

Cable 1
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2. Mechanical and environmental specifications   

Specifications

Mounting Type

Dimensions (mm)

Max. Tighten Torque (Nm)

Radome 

Radome color

Antenna Base

Gasket

Operating Temperature (C)

Storage Temperature (C)

Substance Compliance

Certificates

2J7929BG

S¡rew=j­³¬²

Ø 60 × 410

6 Nm

ASA

Black

w~«~©

qmb

-40 to +85

-40 to +85

RoHS

IP67, IP69
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3. Antenna parameters    
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4. Antenna drawings    
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Option 1:
15×15 mm Mounting Hole

Option 2:
Ø19.5 mm Mounting Hole
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5. Antenna Images    


